
HRD H US Series
High Temperature Air Dryers

Many smaller compressors do not use an aftercooler in their designs. Therefore compressed air exits the compressor 
at about 240 oF temperature. Hertz high temperature dryers incorporate an aftercooler to reduce the inlet temperature, 
previding efficient dewpoint management.

Hertz knows the importance of high quality   compressed 
air and provides customers  with the highest quality air 
possible. Using clean, dry air is extremely important for 
most  air powered applications. Moisture or contamination 
in  the air from the compressor discharge will result in 
many complications to production equipment. These 
complications will decrease productivity and  may affect 
the production quality of final products.

Hertz exclusivesly uses environmentally friendly R134a 
refrigerant  gas in the dryers. This refrigerant is suitable for 
both high temperature applications. R-134a has excellent  
thermodynamic properties and can operate at very low  
pressure compared to other refrigerants.  
This will in turn increase the refrigerant compressor’s  
service life. With R-134a Hertz dryers can operate at very 
high ambient temperatures. Hertz engineers add extra  
capability to the heat exchangers with a superior no loss 
insulation system.

Hertz HRD H US Series Digital Cycling air dryers supply 
constant dewpoint at all flow ranges.  This perfect 
insulation philosophy continues to the refrigeration 
circuit side also. Superior insulation and oversized  
condensers (for ultra-high ambient temperatures)  
enable the HRD H US Series Dryers to offer continuous 
air quality. 

• High operating pressure
• Integrated condenser
• Independent air cooled aftercooler
• Moisture separator
• Auto drain
• Easy installation and maintenance
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Model
Capacity** Connection

Size
Voltage

Max.
Working 
Pressure

Max.
Ambient
Temp.

Max.
 Inlet 
Temp. Refrigerant

Recom-
mended

Filter and 
Type

Dimensions (in.) Weight
(lbs)

m3/min cfm  psi 0F 0F Length Width Height

HRD H US 15 0.42 15 1/2” NPT 115V/1/60 Hz 230 120 240 R134a C / F 17.5 17.5 37.6 137

HRD H US 25 0.71 25 1/2” NPT 115V/1/60 Hz 230 120 240 R134a C / F 17.5 17.5 37.6 137

HRD H US 35 0.99 35 1/2” NPT 115V/1/60 Hz 230 120 240 R134a C / F 17.5 17.5 37.6 139

HRD H US 50 1.42 50 3/4” NPT 115V/1/60 Hz 230 120 240 R134a C / F 17.5 17.5 37.6 141

HRD H US 75 2.12 75 3/4” NPT 115V/1/60 Hz 230 120 240 R134a C / F 24.6 20 35.8 194

HRD H US 100 2.83 100 3/4” NPT 115V/1/60 Hz 230 120 240 R134a C / F 24.6 20 35.8 214

      *     HERTZ KOMPRESSOREN reserves its rights to change the specifications without any prior notice.
** Dryer ratings at the following inlet conditions to the dryer (as per ISO 7183, Table 2, Option A2 and CAGI): Inlet Compressed Air Temperature: 180o F, Inlet Compressed 

Air Pressure: 175 psig, Max. Ambient Air Temperature: 100 oF, Inlet Compressed Air Relative Humidity 100% (Saturated)  

Inlet Temperature oF 39 50 61 70 79 90 100 149 180 199 208 219 240

F1 1.4  1.4 1.4 1.4 1.35 1.3 1.27 1.06 1 0.85 0.78 0.75 0.7

Ambient Temperature oF   39 50 61 75 84 95 100 104 115 120 - - -

F2 1.1 1.1   1.1 1.1 1.07 1.03 1 0.96 0.82 0.55 - - -

Pressure (psi) 60 73 87 102 115 123 145 160 175 189 203 230 -

F3 0.7 0.75 0.8 0.83 0.86 0.9 0.93 0.96 1 1.1 1.12 1.15 -

CORRECTION FACTORS FOR HRD H US AIR DRYERS

Correction Sample:

If a compressor delivers 40 cfm at 145 psi, the dryer inlet temperature is 208 oF and ambient temperature 

is 115 oF.  Please choose your dryer model as follow: 40 cfm / 0.93 / 0.78 / 0.82 = 67 cfm Dryer model for 

this application is HRD H US 75.
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